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§ 192.911 What are the elements of an 
integrity management program? 

An operator’s initial integrity man-
agement program begins with a frame-
work (see § 192.907) and evolves into a 
more detailed and comprehensive in-
tegrity management program, as infor-
mation is gained and incorporated into 
the program. An operator must make 
continual improvements to its pro-
gram. The initial program framework 
and subsequent program must, at min-
imum, contain the following elements. 
(When indicated, refer to ASME/ANSI 
B31.8S (incorporated by reference, see 
§ 192.7) for more detailed information 
on the listed element.) 

(a) An identification of all high con-
sequence areas, in accordance with 
§ 192.905. 

(b) A baseline assessment plan meet-
ing the requirements of § 192.919 and 
§ 192.921. 

(c) An identification of threats to 
each covered pipeline segment, which 
must include data integration and a 
risk assessment. An operator must use 
the threat identification and risk as-
sessment to prioritize covered seg-
ments for assessment (§ 192.917) and to 
evaluate the merits of additional pre-
ventive and mitigative measures 
(§ 192.935) for each covered segment. 

(d) A direct assessment plan, if appli-
cable, meeting the requirements of 
§ 192.923, and depending on the threat 
assessed, of §§ 192.925, 192.927, or 192.929. 

(e) Provisions meeting the require-
ments of § 192.933 for remediating con-
ditions found during an integrity as-
sessment. 

(f) A process for continual evaluation 
and assessment meeting the require-
ments of § 192.937. 

(g) If applicable, a plan for confirm-
atory direct assessment meeting the 
requirements of § 192.931. 

(h) Provisions meeting the require-
ments of § 192.935 for adding preventive 
and mitigative measures to protect the 
high consequence area. 

(i) A performance plan as outlined in 
ASME/ANSI B31.8S, section 9 that in-
cludes performance measures meeting 
the requirements of § 192.945. 

(j) Record keeping provisions meet-
ing the requirements of § 192.947. 

(k) A management of change process 
as outlined in ASME/ANSI B31.8S, sec-
tion 11. 

(l) A quality assurance process as 
outlined in ASME/ANSI B31.8S, section 
12. 

(m) A communication plan that in-
cludes the elements of ASME/ANSI 
B31.8S, section 10, and that includes 
procedures for addressing safety con-
cerns raised by— 

(1) OPS; and 
(2) A State or local pipeline safety 

authority when a covered segment is 
located in a State where OPS has an 
interstate agent agreement. 

(n) Procedures for providing (when 
requested), by electronic or other 
means, a copy of the operator’s risk 
analysis or integrity management pro-
gram to— 

(1) OPS; and 
(2) A State or local pipeline safety 

authority when a covered segment is 
located in a State where OPS has an 
interstate agent agreement. 

(o) Procedures for ensuring that each 
integrity assessment is being con-
ducted in a manner that minimizes en-
vironmental and safety risks. 

(p) A process for identification and 
assessment of newly-identified high 
consequence areas. (See § 192.905 and 
§ 192.921.) 

[68 FR 69817, Dec. 15, 2003, as amended by 
Amdt. 192–95, 69 FR 18231, Apr. 6, 2004] 

§ 192.913 When may an operator devi-
ate its program from certain re-
quirements of this subpart? 

(a) General. ASME/ANSI B31.8S (in-
corporated by reference, see § 192.7) pro-
vides the essential features of a per-
formance-based or a prescriptive integ-
rity management program. An oper-
ator that uses a performance-based ap-
proach that satisfies the requirements 
for exceptional performance in para-
graph (b) of this section may deviate 
from certain requirements in this sub-
part, as provided in paragraph (c) of 
this section. 

(b) Exceptional performance. An oper-
ator must be able to demonstrate the 
exceptional performance of its integ-
rity management program through the 
following actions. 

(1) To deviate from any of the re-
quirements set forth in paragraph (c) of 
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